
N48-14EG-ADV 2014-On Honda Grom,MSX 125 Engine Guards. 
   Congratulations! You have just purchased a set of T-Rex Racing engine guards. These engine guards have been designed to minimize the 

damage to your sport bike in the event of a fall or tip over.   They are the strongest possible design that we created. The engine guards made of 

7/8 inch steel tubing. The bolts are made of strongest grade 12.9.  We carry all the replacement parts for the sliders.  Please feel free to email us 

at customerservice@t-rex-racing.com or call 972-243-7868 if you have any question.   

Installation Instructions:  

Parts Lay-out Diagram: 

 
Video Installation: https://youtu.be/nvZ-AFd7Wmo 

 
1. Start by raising the bike with a rear stand or a wheel 

chock so the bike can be upright.  Support the engine 

with a floor jack.  

2. Remove the two engine bolts at the circled locations 

in the pic 1. 

3. To remove the rear engine bolt you will need to 

loosen the swingarms pivot bolt and remove the lower 

bolt.  You will also need to remove the sprocket cover 

and then rotate the foot peg bracket away to allow 
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clearance to remove the engine bolt (see pic 1). 

4. Attach the left and right engine guards to the bike 

using the bolts and spacers as shown in the diagram 

above. Hand-tighten the nuts. Connect the left and 

right engine guards using the connector. Hand-

tighten the bolts on the connector. 

5.   From the bottom of the bike, install the M8 bolts 

and spacers as shown in the diagram above. Pic 2 
6. Tighten the M8 bolts to about 15ft/lb. 

7. Tighten bolts on connector to about 5ft/lb. 

8. Tighten the new engine bolts to manufacture’s 

specification. In general there is about 30-35ft/lb for 

10mm bolt 
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©. All T-rex Racing products are protected under copyright law.  

A copy of the design of this link has been registered with the US 

Copyright and Patent office.  Federal laws also provide civil and 

criminal penalties and fines up to $250,000 for the unauthorized 

reproduction, distribution or sale of copyrighted design (Title 17, 

United States Code, Section 501 and 508). The FBI investigates 

allegations of criminal copyright infringement (Title 17, United 

States Code, Section 506). 

We will work with our attorney, The Law Office of Daniel 

Swayze, in Plano TX and our eBay account manager to actively 

enforce our rights.  eBay will remove copyrighted products and 

suspend respective sellers  

Disclaimer: 

The purchaser and user of this product releases T-Rex Racing, 

Inc., its distributors and resellers of any liability pertaining to 

installation and uses of the purchased parts.  This liability 

includes but not limit to personal injury, vehicle and property 

damages, lost business, direct or indirect expenses accrued or 

associated with the installation and use.  Purchaser recognizes 

that any alteration or modification to the vehicle may increase the 

risk of injury, accident or vehicle damage.  Follow your bike 

manufacturer’s recommendation and inspect your bike for any sign of looseness or irregularity before each ride.  This product does not 

guarantee that it will protect you or your bike in case of a fall, a tip over or drop.  If you have any suggestion for improvement or an idea for 

new product please email us at customerservice@t-rex-racing.com or call us at 972-243-7868.  
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