
  N48-17LR Honda Grom Luggage Rack System 
   Congratulations! You have just purchased a T-Rex Racing luggage rack system. The rack is made of thick-gauge steel tubing 

and tig-welded for strength.  It is then finished in durable black powder-coat. We carry all the replacement parts for the system.  

Please feel free to email us at customerservice@t-rex-racing.com or call 972-243-7868 if you have any question.   

Important!!!:  The kits are made of multiple components which may be of a challenge for installation.  T-Rex requires that the 

product is to be installed by a certified mechanics.  All bolts and nuts must have high-stregth thread locker applied and torque to 

manufacturer’s specification.  Check bike and the rack system for any sign of damage.  Do Not attempt to use or modify damage 

parts. Contact us if in doubt.  

Pre-ride safety check:  Before riding, check racks and luggage cases to make sure they are secured and locked. Check for any 

sign of looseness or irregularity.  If found, do not use the system.  Contact us promptly.  Do NOT exceed the cargo limit of 2.7 Kg 

or 6 lbs per case.  If the center bag is use, the cargo limit for its is 3 kg or 6.5 lbs.  Total cargo limit for the rack is 18.5 lbs.  

Maintain the maximum speed of 60 mph.   

 
Installation instructions:  
Parts Lay-out Diagram: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Note to the diagram:  The steel plate and aluminum plate are pre-attached to the luggage cases.  
The system required to have T-Rex Fender eliminator installed part number N48-17FE 
https://www.t-rex-racing.com/ProductDetails.asp?ProductCode=N48-17FE 
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1. Remove the rear foot pegs on both side of the 

bike. Pic 1 

2. Remove the seat. 

3. Remove the bolts at circle locations in pic 2. 

(fender eliminator bolts) 

4. Install the left and right luggage racks onto the 

bike by using the bolts as shown in the diagram 

above. Hand-tighten the bolts at this point only. 

5. Install the top aluminum plate onto the luggage 

rack by using the M6 bolts.  

6. Tighten the M6 bolts to about 5ft/lb, M8 bolts to 

about 15ft/lb. 

7. Using ¼ drill bit and drill 4 holes on the side 

cases and attach the steel plates and aluminum 

plates onto the side cases by using the M6 bolts 

and lock nuts. The aluminum plate will place 

inside the side cases. ( If they did not come pre-

installed) 
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©All T-Rex Racing frame slider designs are protected under 

copyright law. Federal law also provide civil and criminal 

penalties and fines up to $250,000 for the unauthorized 

reproduction, distribution or sale of copyrighted design(Title 

17, United States Code, Section 501 and 508). The FBI 

investigates allegations of criminal copyright infringement 

(Title 17, United States Code, Section 506) 

Disclaimer: 

The purchaser and user of this product releases T-Rex Racing, 

Inc., its distributors and resellers of any liability pertaining to 

installation and uses of the purchased parts.  This liability 

includes but not limit to personal injury, vehicle and property 

damages, lost business, direct or indirect expenses accrued or 

associated with the installation and use.  Purchaser recognizes 

that any alteration or modification to the vehicle may increase 

the risk of injury, accident or vehicle damage.  Follow your bike manufacturer’s recommendation and inspect your bike for any sign of 

looseness or irregularity before each ride.  This product does not guarantee that it will protect you or your bike in case of a fall, a tip over or 

drop. 

If you have any suggestion for improvement or an idea for new product please email us at customerservice@t-rex-racing.com or call us 

at 972-243-7868.   
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